Diaphragm paint pump_variation type

DPS-90E

9 %

DPS-120B
Two guns kit
PR-5B-S1 mounted

Type Pail-mount  Transfer pump for pail Stand Mount -
Pump set Model DPS-70C DPS-70TC DPS-90E DPS-90EN DPS-120B DPS-120BN DPS-704C DPS-704CN DPS-904E DPS-904EN
- Model DDP-70B DDP-90E DDP-90EN DDP-120B DDP-120BN DDP-70B DDP-70BN DDP-90E DDP-90EN
n%_ Material of wetted parts Aluminum Aluminum Stainless Aluminum Stainless Aluminum Stainless Aluminum Stainless
% Normal paint outpt (30cyle/min} 0.64/min 1.54/min 4.5¢/min 0.64/min 1.5£/min
E& Max. Paint output *! 6.0£/min 10.0£/min 304/min 6.0£/min 10.04/min
a
Adjustable presure rang 0.15~0.7MPa 0.15~0.7MPa 0.15~0.7MPa
g Model PR-5B not included PR-5B PR-5BN PR-5B PR-5BN PR-5B PR-5BN PR-5B PR-58N
?9 Material of wetted part Aluminum - Aluminum Stainless Aluminum Stainless Aluminum Stainless Aluminum Stainless
< | Adiustable pressure range|  0~0.6MPa - 0~0.6MPa 0~0.6MPa
& | Max Flow 2.08/min - 2.08/min 2.08/min
il [Biafinii ofiseasiion 1 60s/NK-2 100s/NK-2 60s/NK-2 100s/N
ax. Paint viscosity 190mPars 300mPars 190mPa-s 300mP
Paint temperature 5~40C 5~40C 5~40C
Air inlet “Paint outlet G1/4B(PF1/4male) G1/4B(PF1/4male) G1/4B(PF1/4male)
Pain filter 50mesh not included 50mesh 50mesh
- Paint filter TF-7:100mesh - TF-7:100mesh - TF-7:100mesh - TF-7:100mesh - TF-7:100mesh -
g_ Agitator - - - - - - - - - -
Paint regulator for 2 spray guns| ~ PR-5B-S1 - PR-5B-S1 PR-5BN-S1 PR-5B-S1 PR-5BN-S1 PR-5B-S1 PR-5BN-S1 PR-5B-S1 PR-5BN-S1
Dimensions (LxWxH) | 173x393x663mm | 173x213x515mm 360x348x781mm 366X357x823mm 173%x307X364mm 356X269x449mm
Mass 4kg 3kg ke ke 8kg 11kg 4kg 5kg 6kg 7kg
Required cCompressor | (46 754y | 0.75~1.5kW 0.4~0.75kW 0.4~1.5kW 0.4~0.75kW
(for pump)

*1 Suction hose and pipe arrangement can change Max viscosity. *Each type has stainless version. If you need, please consult us.
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DPS-1204

DPS-904E

Wall mount mounting size

DPS-704C(N) DPS-904E(N)
P DPS-1204B(N)

SR 1

13

DPS-704C | L | L=
=
DPS-1204B | DPS-1204BN | HDP-705C Pump set Model DPS-70LC DPS-70LCN DPS-90LE DPS-Q0LEN | DPS-120LB | DPS-120LBN
DDP-120B DDP-120BN DDP-70B o Model DDP-70B DDP-70BN DDP-90E DDP-90EN DDP-120B DDP-120BN
Aluminum Stainless Aluminum ng_ Material of wetted parts | Aluminum Stainless Aluminum Stainless Aluminum Stainless
4.54/min 0.6£/min § Normal paint output (30cyle/min) 0.6£/min 1.5£/min 4.54/min
30£/min 6.0£/min 'é Max. Paint output *! 6.0£/min 10.0£/min 30£/min
a
0.15~0.7MPa Adjustable presure rang 0.15~0.7MPa
PR-5B PR-5BN PR-5B 5 Model PR-5B PR-5BN PR-5B PR-5BN PR-5B PR-5BN
©
Aluminum Stainless Aluminum 8:9 Material of wetted part Aluminum Stainless Aluminum Stainless Aluminum Stainless
o
0~0.6MPa += | Adjustable pressure range 0~0.6MPa
T
2.08/min A | Max Flow 2.0£/min
K2 60s/NK-2 Max. Paint viscosity™! 60s/NK-2 1008/NK-2
as 190mPa-s S L 190mPa-s 300mPa-s
5~40C Paint temperature 5~40C
G1/4B(PF1/4male) Air inlet “Paint outlet G1/4B(PF1/4male)
50mesh Pain filter 50mesh
TF-7:100mesh — TF-7:100mesh c Paint filter TF-7:100mesh ‘ — TF-71100meSh| — TF-7:100mesh ‘ -
- - AMM-722B '%_ Agitator AMM-721B AMM-721B AMM-721B
o
PR-5B-S1 PR-5BN-S1 PR-5B-S1 Paint regulator for 2 spray guns | PR-5B-S1 ‘ PR-5BN-S1 PR-5B-S1 | PR-5BN-S1 PR-5B-S1 PR-5BN-S1
: : 390%260x823mm 390X260%823mm 390X260X823mm
856x269x491mm #10x226x446mm Dimensions (LWxH) | ¢ ted heignt 1,120mm) | (Elevated height 1,174mm) | (Elevated height 1,211mm)
oke 10kg 8kg Mass e | 18 kg | 1% 18e | o%g
0.4~1.5kW 0.4~0.75kW AEGICE GRS CEEes 0.4~0.75kW 0.4~1.5kW
(for pump)

*1 Suction hose and pipe arrangement can change Max viscosity. *Each type has stainless version. If you need,
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DPS-1202B

Pail tank is not included
Mixer is optional

HDP-705C

included
|
DPS-70TC
ncluded ‘ﬁ”
DPS-70C
Elevator Stand Type(20£ round pail) Pail Tank Mount(204£)
DPS-70LPC | DPS-70LPCN | DPS-90LPE | DPS-90LPEN | DPS-120LPB |DPS-120LPBN| DPS-702C DPS-702CN DPS-902E DPS-902EN | DPS-1202B | DPS-1202BN
DDP-70B DDP-70BN DDP-90E DDP-90EN DDP-120B DDP-120BN DDP-70B DDP-70BN DDP-90E DDP-90EN DDP-120B DDP-120BN
Aluminum Stainless Aluminum Stainless Aluminum Stainless Aluminum Stainless Aluminum Stainless Aluminum Stainless
0.64/min 1.54/min 4.54/min 0.64/min 1.52/min 4.58/min
6.0£/min 10.04/min 308/min 6.0£/min 10.0£/min 30£/min
0.15~0.7MPa 0.15~0.7MPa
PR-5B PR-5BN PR-5B PR-5BN PR-5B PR-5BN PR-5B PR-5BN PR-5B PR-5BN PR-5B PR-5BN
Aluminum Stainless Aluminum Stainless Aluminum Stainless Aluminum Stainless Aluminum Stainless Aluminum Stainless
0~0.6MPa 0~0.6MPa
2.04/min 2.04/min
60s/NK-2 100s/NK-2 60s/NK-2 100s/NK-2
190mPa-s 300mPa-s 190mPa-s 300mPa-s
5~40C 5~40C
G1/4B(PF1/4male) G1/4B(PF1/4male)
50mesh 50mesh
TF7100mesh| - TF-7:100mesh | TF-7:100mesh | TF7A00mesn | — TF7A00mesh | — TF-7:100mesh |
AMM-721B AMM-721B AMM-721B AMM-721B AMM-721B AMM-721B
PRSB-S1 | PRSBN-S1 | PRSB-SI | PRESBN.St | PRSB-ST | PRSBN-St | PRSBSt | PRSBNS1 | PRSBST | PREBN.SI | PRSBS1 | PRSBN-SI
410X300X823 410X300X823 410X300X823
(Elevated height 1.120mm) | (Elevated height 1.174mm) | (Elevated height 1.21 1mm) 308x307x689mm 807X325x687mm 807X325x729mm
8¢ | 19 8¢ | 2k 19 | 23 s | 6k e | s e | ke
0.4~0.75kW 0.4~1.5kW 0.4~0.75kW 0.4~1.5kwW
. please consult us.




Bellows seal pump

1.Maximum Durability reduces maintenance and 3.For multiple spray guns.

downtime. Paint output per cycle is high and can be used with more than 10
A bellows seal separates the wetted parts from the air side to spray guns.
minimize friction and extend service intervals.

2.For eco-friendly paint tend to have high
viscosity.
Eco-friendly paint, such as water-based paint, tends to have high

viscosity. With the 1:3 pressure ratio, the pumps primes and pumps
easily.

Bellows seal pump BSP-A030 series

Model BSP-A030 BSP-AO30C-N
Material of wetted parts Aluminum Stainless steel
Pressure ratio 31
Adjustable pressure range 0.15~0.7MPa
Max Paint Pressure 2.1MPa
Paint output/cycle 570m&/cyle
Max. Cycle No. 70cycles/min
Max. Paint output *1 404£/min
Normal paint output (30cycle/min) 17.14/min BSP-AQ30C-N
Max. Paint viscosity *2 10,000mPa-s

. Bellows seal
Paint temperature 5~40C
Air inlet G3/8B (PF3/8male) Rc3/8(PT3/8female)
Paint inlet G3/4B (PF3/4male) Rp1(PS1female)
Paint outlet G3/4B (PF3/4male) Rp1(PS1female)
Mass 26kg 27kg
Dimensions (LxWxH) 329X462.5X386mm 311X447X373

g

Cross-section.

Mounting dimensions

dimensions
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Required compressor (for pump) 3.7~7.5kW

*1 Fluid: water, no-load on pump, pump body only. Measured at pump outlet.
*2 Suction hose and pipe arrangement can change Max viscosity.
s About lubricant agent, medicinal solution, or For non-coating uses please contact ANEST IWATA for recommendations.
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Plunger pump

1.Paint regulators included in setup

This means you only need to add the spray gun to get started.

2.Usable for sell paint system

To mix with back pressure valve, it is usable for mini-circulation system.

Plunger paint pump PPS series

Tyze For one gun
PP-7021B
Material of wetted parts 'gltg?:]'lg:?
Pressure ratio 2.3:1
Regulator model RR-55B
Air pressure range 0~0.7Mpa
Paint out put (30cycle/in) 2.74/min
Paint regulator model Special type PR-51B
Wetted material Aluminum
Adjustable pressure range 0~0.6MPa
Max. paint flow 2.0£/min
Max. Paint viscosity “1 1%%30/(!\2; 2
Paint temperature 60C
Air inlet G1/4(PF1/4male)
Paint outlet G3/8B(PF/3/8male)x1
Paint filter 50mesh
Paint intermediate filter 60mesh
_ Paint filter TF-71:100mesh
Options. 4 itator AMM-711/AMM-611
Dimensions (LxWxH) 380x360x695mm
Mass 13.6kg
Required compressor (for pump) 0.4~0.75kW

*1 Suction hose and pipe arrangement can change Max viscosity.

Perfomance curve

Paint output (£/min)
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*#0.3/0.4/0.5/0.6/0.7MPa in graph shows air pressure.
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