Pressure Tank

Prona’

' Functions and Characteristics

€ Made by pressure resistant steel plate,

"RT-20A

being integrated form, the pressure tank
have high safety with the anti-rust treated
surface. There are three kinds of tanks. one
type tank transfer the paint through up, which
is suitable for high viscosity paint.

® Moreover, the tanks also can be classified

into air-power automatic type and manual type
and no agitator type. Inner bucket made by

SUS stainless steel, which suit for upper type,
are available.

4 Warning: The maximum pressure must not

exceed the allowing pressure otherwise our
company willnot bear the any
responsibilities for the accidents caused
by misusing.

"RT-40M

“RT-60A"

1.The wheels can be universal

rotation.

2.The wheels can hide at the
bottom of pressure.

| [P—

TS SUS304 Stainless |
“RT:6OM

model (L) Mpa(kgfiem®) @mmxmm(@inxin) kg(ibs) kg(lbs)

RT-10M 10 0.3(3.0) 1/4x1 248x185(9.76x7.28) 16(35.27) 17.5(38.58)
RT-20M J’K‘;SO‘-:M 20 0.3(3.0) e 1/4x2 292x365(11.5x14.37) 21.2(46.74) 23.8(52.47)
RT-40M Spray 40 0.19(1.9) 1/4x2 350x395(13.78x15.55) 28.3(62.39) 31.9(70.33)
RT-60M 60 0.19(1.9) 1/4x2 350x548(13.78x21.57) 33.8(74.5) 38(83.77)
RT-10A 10 0.3(3.0) 1/4x1 248x185(9.76x7.28) 17.7(39) 19.3(42.55)
RT-20A i‘\"“s 20 0.3(3.0) , 1/4x2 292x365(11.5x14.37) 22.9(50.5) 25.5(56.22)

mount Automatic

RT-40A Spray 40 0.19(1.9) 1/4x2 350x395(13.78x21.57) 30(66.14) 33.6(74.07)
RT-60A 60 0.19(1.9) 1/4x2 350x548(13.78x21.56) 35.4(78) 39.8(87.74)
RT-10AS Mass 10 0.3(3.0) 1/4x1 248x185(9.76x7.28) 18.3(40.34) 19.9(43.87)
RT-20AS AS“;?;;“ 20 0.3(3.0) | Automatic | 1/4x2 292x365(11.5x14.37) 23.7(52.25) 26.3(58)

RT-40AS | (stainless)| 40 0.19(1.9) 1/4x2 350x395(13.78x15.55) 31.3(69) 34.9(76.94)
RT-10AFG| Mass 10 0.3(3.0) 1/2x1 248x185(9.76x7.28) 17.7(39) 19.3(42.55)
RT-20AFG AS”;?;‘;‘* 20 0.3(3.0) | Automatic | 1/2x1 292x365(11.5x14.37) 22.9(50.5) 25.5(56.22)
RT-40AFG| (Lower) 40 0.19(1.9) 1/2x1 350x395(13.78x15.55) 30(66.14) 33.6(74.07)
RT-10E 10 0.3(3.0) 1/4x1 248x185(9.76x7.28) 15.9(35.1) 17.4(38.36)
RT-20E A’r‘j'n%?fm 20 0.3(3.0) 1/4x2 292x365(11.5x14.37) 21.1(46.5) 23.7(52.25)
RT-40E Spray 40 0.19(1.9) | Economy 1/4x2 350x395(13.78x15.55) 30(66.14) 33.6(74.07)
RT-60E 60 0.19(1.9) (None 1/4x2 350x548(13.78x21.57) 33.8(74.5) 39.8(87.74)
RT-20EFG| Mass 20 0.3(3.0) | Agitator) 54 292x356(11.5x14.37) 21.1(46.5) 23.7(52.25)
RT-40EFG AS";?;? 40 0.19(1.9) 1/2x1 350x395(13.78x15.55) 30(66.14) 33.6(74.07)
RT-60EFG| (Lower) 60 0.19(1.9) 1/2x1 350x548(13.78x21.57) 33.8(74.5) 39.8(87.74)
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RT-5E RC-2E

/ Functions and Characteristics

4 RT-5E Set inner bucket made by SUS stainless
4 RC-2E,RT-2E Made by aluminum alloy sheet, integrated

form, high safety performance, surface is anode-pole treated.
¢ Light weight and portable.

4 Warning: Maximum Pressure not exceed 0.3 Mpa; Our
company will not bear any result of over pressure
operation.

4 Cannot use aluminum-corrosion material.

model use (L)  Mpa(kgflcm?®) Gmmxmm(Sinxin) kg(lbs) kg(Ibs)
RT-2E 2 0.3(3.0) Ef(:ﬁg?]r;y 1/4x1 129.5x199(5.1x7.83) 1.52(3.35) 1.64(3.62)
RC-2E 2 0.3(3.0) Agitator) 3/8x1 129.5x199(5.1x7.83) 1.54(3.4) 1.67(3.56)
RT-5M — 5 0.3(3.0) Manual 1/4x1 180x204(7.09x8.031) | 6.6(14.55) 7.5(16.53)
RT-5A Amount 5 0.3(3.0) Automatic 1/4x1 180x204(7.09x8.031) 7(15.43) 7.7(16.98)
RT-5AS i 5 | 03(3.0) (As‘t‘;‘l’nrf:;ff) 1/4X1 180x204(7.09x8.031) | 7.7(16.98) | 8.7(16.1)
RT-5E 5 0.3(3.0) | (o KoMior) |  1/4x1 180x204(7.09x8.031) | 6.3(13.89) | 7.0(15.43)
RT-5ES 5 0.3(3.0) | (NoncRoiltor) | 1/4X1 180X204(7.09X8.031) | 6.7(14.77) | 7.7(16.98)
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