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/ Functions and Characteristics

Air intake, spray pattern width, coating output adjustment locate
outside of the machine. It can be controlled remotely and
independently to reduce operational inconvenience. Suitable for
mass spray and can be mounted on paint robot or automatic spray
equipment.

Q The pressure in the air cap is below 0.7 bar, intake pressure can be
adjusted freely at your request (2.0~3.0 bar),reduce coating rebound,
coating savings, slim atomization amplitude, large spray pattern
width, fine particles, perfect effect, efficient and rapid spraying.

4 This automatic spray gun is used widely in the industrial field on
account of convenient operation, uniform atomization, large spray
pattern width, fine particles and light in weight.

@ Nozzles and needles are made of S1 stainless steel, suitable for
water-based paints.
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gmm( in) ?ﬁ’;g;z I/min |mi/min | mm(in) | g(lbs)
RARL-101-P0O8(W) 0.8(0.031) E1 | 54430 430 | 140 200(7.87)
RARL-101-P10(W) Pressure|1.0(0.039) E1 (0.2-0.29)_430_| 150 200(7.87)| 355
RARL-101-P12(W) 1.2(0.049) G2 430 | 300 [200(7.87)| (0.78)
RARL-200-P08(W) 0.8(0.031) G2 2030 . 230 | 400 300(11.81) ™
RARL-200-P10(W) Pressure|1.0(0.039) G2 (0.2-0.29) 590 400 300(11.81) (0.84)
RARL-200-P12(W) 1.2(0.047) G2 500 | 500 300(11.81)
RAR-101-P08(W) 0.8(0.031)| E2P 270 | 150 [190(7.48)
RAR-101-P08(W) 0.8(0.031)| c21 250 | 150 | 80(3.15)
RAR-101-P08(W) 0.8(0.031) X6 | 250 | 150 | 90(3.54)
RAR-101-P10(W) 1.0(0.039) E2P | 270 | 200 |220(8.66)
RAR-101-P10(W) Pressurem(o.oag) E2 | 2530 @ 145 | 180 |200(7.87)| 365
RAR-101-P10(W) 1.0(0.039) c21 (0.24-0.29) 250 | 200 [100(3.94)| (0.80)
RAR-101-P10(W) 1.0(0.039) X6 250 | 200 [110(4.33)
RAR-101-P13(W) 1.3(0.051) H2 260 | 250 [230(9.06)
RAR-101-P15(W) 1.5(0.059) H2 260 | 270 [245(9.65)
RAR-101-P18(W) 1.8(0.071) N2 190 | 310 [240(9.45)
RAR-200-P08(W) 0.8(0.031)| c21 380 | 300 [110(4.33)
RAR-200-P10(W) 1.0(0.039) c21 380 | 350 [130(5.12)
RAR-200-P12(W) 1.2(0.047) G2P 053p |30 500 400(15.75) S65
RAR-200-P15(W) |Pressure|1.5(0.059) K2 (0_2;4_0:29 330 | 270 B340(13.39) (0.86)
RAR-200-P18(W) 1.8(0.071) K2 330 | 330 B340(13.39)
RAR-200-P20(W) 2.0(0.079) R2 360 | 400 320(12.60)
RAR-200-P25(W) 2.5(0.098) w2 360 | 500 B330(13.00)

+RARL-101 Spray Distance:200mm(7.87in), Fluid Viscosity:20+1
seconds/RV-2. Coating pressure:0.8kg/cm®. Fluid, Airand CYL
Intake:1/8 PF/NPF.
+RARL-200 Spray Distance:200mm(7.87in), Fluid Viscosity:20+1
seconds/RV-2. Coating pressure:0.8kg/cm?®. Fluid, Airand CYL
Intake:1/8 PF/NPF.
+RAR-101 Spray Distance:200mm(7.87in), Fluid Viscosity:20+1
seconds/RV-2. Coating pressure:0.8kg/cm’. Fluid, Airand CYL
Intake:1/8 PF/NPF.
+RAR-200 Spray Distance:250mm(9.84in), Fluid Viscosity:20+1
seconds/RV-2. Coating pressure:0.8kg/cm?®. Fluid, Airand CYL

Intake:1/8 PF/NPF.
+For the detailed sizes of gun-body, please flip to page 17.
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Automatic Spray Gur / Functions and Characteristics N\
& Airintake pressure can be adjusted freely at your request (2.0~3.0

bar), reduce coating rebound, coating savings, slim atomization
amplitude, large spray width, fine particles, perfect effect, efficient
and rapid spraying.

4 This automatic spray gun is used widely in the industry field on
account of convenient operation, uniform atomization, large spray
pattern width, fine particles and light in weight. Common used in
spraying on computer encasing, cellular phone shells, cosmetic
encasing, furniture, hand tools, medicine, food, textile, glass,
plastic, rubber, publication, die-casing,hardware industry, etc.

& There are various fluid nozzles available, able to match numerous
kinds of air caps for your convenience.

€ Nozzles and needles are made of S1 stainless steel, suitable for
water-based paints

~ O

2
gmm(in) ?ﬂf;‘; l/min | ml/min | mm(in) | g(lbs)
RA-60-P08 0.8(0.031) E2P 270 150 |190(7.48)
RA-60-P10 1.0(0.039) E2P 270 200 [220(8.66)
2.5-3.0 260
RA-60-P13 | Pressure 1.3(0.051) H2 (0.24-0.29) 260 250 |230(9.08)) 4 57y
T _ RA-60-P15 1.5(0.059) H2 260 270 |245(9.85)
S 'Hu""’"ii _OW- Jressur '
AutomatlcSprayGun RA-60-P18 1.8(0.071) N2 190 310 [240(9.45)
RA-80-P12 1.2(0.047) G2P 530 500 [00(15.75)
RA-80-P15 1.5(0.059) K2 330 270 [340(13.39)
‘ 2.5-3.0 280
e -80- 40(13.
Jrm e RA-80-P18 | Pressure 1.8(0.071) K2 (0.24-0.29) 330 330 [340(1339) (og1)
_ RA-80-P20 2.0(0.079) R2 360 400 [320(12.60)
S jf RA-80-P25 2.5(0.098) W2 360 500 [330(13.00)
= "\ RAL-60-P08 0.8(0.031) E1 | 430 | 140 |200(7.87)
2.0-3.0 | 241
RAL-60-P10 | Pressure|1.0(0.039)| E1 (0.2:0.29) | 430 140 |200(7.87) (0.53)
HVLP Cap RAL-60-P12 1.2(0.047) G2 . 530 300 [300(11.81)
RAL-80-P08 0.8(0.031) G2 500 400 (300(11.81)
2.0-3.0 260
RAL-80-P10 | Pressure|1.0(0.039) G2 (0.2-0.29) 500 400 [300(11.81) "7,
RAL-80-P12 1.2(0.472) G2 500 500 (300(11.81)

+RA-60 Spray Distance:200mm(7.87in), Fluid Viscosity:20+1 seconds/RV-2.
Coating pressure:0.8kg/cm’. Fluid, Airand CYL Intake:1/8 PF/NPF.

+RA-80 Spray Distance:250mm(9.84in), Fluid Viscosity:20+1 seconds/RV-2.
Coating pressure:0.8kg/cm”’. Fluid, Airand CYL Intake:1/8 PF/NPF.

+RAL-60 Spray Distance:200mm(7.87in), Fluid Viscosity:20+1 seconds/RV-

M 2. Coating pressure:0.8kg/cm®. Fluid, Airand CYL Intake:1/8 PF/NPF.

¢RAL-80 Spray Distance:200mm(7.87in), Fluid Viscosity:20+1 seconds/RV-

2. Coating pressure:0.8kg/cm’. Fluid, Air and CYL Intake:1/8 PF/NPF.

+For the detailed sizes of gun-body, please flip to page 18.
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! Gun body is processed once time

: by high quality aluminum rod,

: high concentricity and accurate size;

: internal surface without porosity. Surface
: of gun body is sand blasting anodic treated,
non-slip and wear-resisting,easy to clean.

----------------------------------------

i kalem® ; : -
gmm( in) (Mpa) I/min mi/min mm(in) g(lbs)
0.4(0.016) 04 60 30 40(1.57)
0.6(0.024) 06 2.0-2.5 60 65 50(1.97) 395
RAR-50A(W) Pressure (0.2-0.24) (0.870)
1.0(0.039) 10 R 100 120 60(2.36) -
1.2(0.047) 10 100 160 80(3.15)

¢RAR-50A Spray Distance:150mm(5.91in), Fluid Viscosity:20+1 seconds/RV-2. Coating pressure:0.8kg/cm’.

Fluid Hose Orifice, atomization Hose Orifice, Fan pattern orifice and Air Hose Orifice:@4X@6mm.
+For the detailed sizes of gun-body, please flip to page 19.
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Functions and Characteristics

0 Perfect atomization, high transmitting efficiency ,reduction of air consumption, and 20%~35% coating saving
compared with general air spray gun, decrease vapor and sedimentation in the air cap,lower maintence cost cost
and cleaning fee.

0 Split design, and remove easily, after maintenance, no need to relocate during installation.

& Coating cycle in spray gun that can avoid sedimentation.

0 Smooth internal structure that can be easy to clean.

‘ Wearable nozzle and needle make it fit for strong corrosive coating.

¢ High-performance spray gun is suitable for automobile, plastic, woodwork, ceramics industry ,etc. }

kg,fcm2

gmm( in) (Mpa) I/min ml/min mm(in) g(Ibs)

RAR-1000-P0O7 0.7(0.028) 180 180(7.07)
RAR-1000-P11 1.1(0.043) 200 230(9.06)

Pressure 2.0(0.20) 280 545(1.20)
RAR-1000-P14 1.4(0.055) 220 260(10.24)
RAR-1000-P17 1.7(0.067) 250 290(11.42)
RAR-2000-P0O7(W) 0.7(0.028) 180 180(7.07)
RAR-2000-P11(W) 1.1(0.043) 200 230(9.086)

Pressure 2.0(0.20) 280 611(1.35)
RAR-2000-P14(W) 1.4(0.055) 220 260(10.24)
RAR-2000-P17(W) 1.7(0.067) 250 290(11.42)
RAR-3000-P0O7(W) 0.7(0.028) 180 180(7.07)
RAR-3000-P11(W) 1.1(0.043) 200 230(9.06)

Pressure 2.0(0.20) 280 705(1.55)
RAR-3000-P14(W) 1.4(0.055) 220 260(10.24)
RAR-3000-P17(W) 1.7(0.067) 250 290(11.42)

+RAR-1000/2000/3000 spray distance:200mm(7.87in).Fluid Viscosity:20+ 1 seconds/RV-2.Coating pressure:
0.7-1.0kg/cm? . Fluid Hose Orifice, Atomization hose Orifice, Fan Pattern Orifice and Air Hose Orifice:@4x@6mm.
+For the detailed size of gun-body, please flip to page 17.
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Functions and Characteristics

0 Air intake, spray pattern width, coating output adjustment locate outside of the machine. It can be

controlled remotely and independently to reduce operational inconvenience. Recirculating hole is set easily
clean nozzle.

Air intake pressure can be adjusted (2.5~3.0 bar)at your request, reduce coating rebound, coating

savings, slim atomization amplitude, large spray width, fine particles, perfect effect, efficient and rapid spraying.
Suitable for mass spray and can be mounted on paint robot or automatic spray equipment.

This automatic spray gun is used widely in the industry field on account of convenient operation, uniform
atomization, large spray pattern width, fine particles and light in weight.

There are various fluid nozzles available, able to match numerous kinds of air caps for your convenience.
Nozzles and needles are made of S1 stainless steel, suitable for water-based paints.

* e S o

kg,-‘c:m2

gmm( in) (Mpa) I/min ml/min mm(in) g(lbs)
RAR-110-P08(W) 0.8(0.031) E2P 270 150 190(7.48)
RAR-110-P08(W) 0.8(0.031) C21 250 150 80(3.15)
RAR-110-P08(W) 0.8(0.031) | X6 250 150 90(3.54)
RAR-110-P10(W) 1.0(0.039) E2P 270 200 220(8.66)
RAR-110-P10(W) 1.0(0.039) E2 2.5-3.0 145 180 200(7.87) 486
RAR-110-P1O(W) | | oo "1 0(0.039) co1 (0.24-0.29) acD 200 | 100(3.94) | (1.07)
RAR-110-P10(W) 1.0(0.039) X6 250 200 110(4.33)
RAR-110-P13(W) 1.3(0.051) H2 260 250 230(9.06)
RAR-110-P15(W) 1.5(0.059) H2 260 270 245(9.65)
RAR-110-P18(W) 1.8(0.071) N2 190 310 240(9.45)
RAR-210-PO8(W) 0.8(0.031) c21 380 300 110(4.33)
RAR-210-P10(W) 1.0(0.039) 04 380 350 130(5.12)
RAR-210-P12(W) 1.2(0.047) G2P 530 500 400(15.75)
RAR-210-P15(W) Pressure 1.5(0.059) K2 (0?2'2:3:39) 330 270 340(13.39) (-?_0151,)
RAR-210-P18(W) 1.8(0.071) K2 330 330 340(13.39)
RAR-210-P20(W) 2.0(0.079) R2 360 400 320(12.60)
RAR-210-P25(W) 2.5(0.098) w2 360 500 330(13.00)

+RAR-110 Spray Distance:200mm(7.87in). Fluid Viscosity:20+1 seconds/RV-2. Coating Pressure:0.8kg/cm®.Fluid,
Airand CYL Intake:1/8 PF/NPF.

+RAR-210 Spray Distance:250mm(9.84in). Fluid Viscosity:20+1 seconds/RV-2. Coating Pressure:0.8kg/cm®.Fluid,
Airand CYL Intake:1/8 PF/NPF.

¢+Forthe detailed sized size of gun-body, please flip to page 17.
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High-capacity Middle-pressure
Automatic Spray Gun
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Application NO:201420622363.4
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precise regulation.

4.Apply double fit
| and recycle flui

FAN . CYL . CAP control the air
passage independently , RAR-410-(W)
apply 24 X@6 air hose.

The recycle designed FLU made of high quality
stainless steel, apply 84 X@6 paint hose.

pmm( in) :ﬂ"ggz Ifmin ml/min mm(in) g(lbs)
RAR-310-P08(W) 0.8(0.031) E2P 270 150 190(7.48)
RAR-310-P08(W) 0.8(0.031) c21 250 150 80(3.15)
RAR-310-P0O8(W) 0.8(0.031) X6 250 150 90(3.54)
RAR-310-P10(W) 1.0(0.039) | E2P 270 | 200 | 220(8.66)
RAR-310-P10(W) o 1.0(0.039) E2 2530 145 180 200(7.87) 690
RAR-310-P10(W) 1.0(0.039) c21 (0.24-0.29) 250 200 100(3.94) | (1.52)
RAR-310-P10(W) 1.0(0.039) X8 250 200 110(4.33)
RAR-310-P13(W) 1.3(0.051) H2 260 250 230(9.06)
RAR-310-P15(W) 1.5(0.059) H2 260 270 245(9.65)
RAR-310-P18(W) 1.8(0.071) N2 190 310 240(9.45)
RAR-410-P08(W) 0.8(0.031) c21 380 300 110(4.33)
RAR-410-P10(W) 1.0(0.039) C21 380 350 130(5.12)
RAR-410-P12(W) 1.2(0.047) G2P 530 500 400(15.75)
2.5-3.0 725

RAR-410-P15(W) Pressure 1.5(0.059) K2 (0.24-0.29) 330 270 340(13.39) (1.60)
RAR-410-P18(W) 1.8(0.071) K2 330 330 340(13.39)
RAR-410-P20(W) 2.0(0.079) R2 360 400 320(12.60)
RAR-410-P25(W) 2.5(0.098) W2 360 500 330(13.00)

+RAR-310 Spray Distance:200mm(7.87in). Fluid Viscosity:20+1 seconds/RV-2. Coating Pressure:0.8kg/cm’.Fluid Hose Orifice,

atomization Hose orifice, Fan pattern orifice and Air Hose Orifice:@4x@6mm.
+RAR-410 Spray Distance:250mm(9.84in). Fluid Viscosity:20+1 seconds/RV-2. Coating Pressure:0.8kg/cm’.Fluid Hose Orifice,
atomization Hose orifice, Fan pattern orifice and Air Hose Orifice:@4x@6mm.
+For the detailed sizes of gun-body, please flip to page 17.
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